7177.7
268.7

LEGEND

EXISTING GROUND LINE

PRE—EXISTING GROUND LINE
e —:—-= FINAL RECLAMATION LINE

NOTE:

REFER TO PLATE 5-5 FOR CROSS SECTION LOCATIONS
AND BASELINES

72657
S o7 41l
375 P
72545 -
72529 3878 -
72442 384.1 P
352 DITCH -
\\\\
>

STA. 51+00

STA. 50+00

7304 -
7290.4 A 7307
482.2 7304,1 5148
72936 -~ 73003 5044
465.3_ .~ 487.1
72808 7295.8
459.5 479.7

298 5052 5234

5171

STA. 50+50

STA. 49+50

73411
545.8

7349.6 582.8
5628 _ ..~ T
73484 73485 :
5605 576.6 o0

7343.9

557.6

HIAWATHA COAL SEAM

73016 603.9
596.4

7422.7 7426.7
670.8 689.8
7421.7
679.8
DITCH

7377
625
7371 ;
§i2.4 - 7 7374
622
7369.8
6152 ‘o
7361.1
602.3

7428.6
739.8

7413.6
709.8
DITCH

7162.9
293.4

7158.1
303.3

7160.2
305.9

STA. 49+00

STA. 48+50

STA. 48+00

STA. 47+50

RECEIVED

FEB 13 2002

DIVISION OF

7400.5
707.2

7390.6
C 698.4
-

- 7383.7 7384.6
- 686.7 652.4

e DITCH

7377.8
715.3

7359.6 73599

691,3 699.1
NG
5
e 7358.9
e 702.3
DITCH

, JOHN CHRISTENSEN BEING A REGISTERED PROFESSIONAL ENGINEER IN
THE STATE OF UTAH, DO HEREBY CERTIFY THAT THE INFORMATION
CONTAINED ON THIS DRWAING REPRESENTS THE AS—BUILT CONDITION

10 Sw. mmw\ OF MY 5@%% zumw BELIEF.
N4 (Alssadenio . __ 7/30/0/
JOHN CHRISTENSEN NO. 165651 DATE
m —

CAD FILE NAME/DISK#: JAZ\CW\KS1699D.0WG

ENERGY WEST
MINING COMPANY

HUNTINGTON, UTAH 84528

COTTONWOOD FAN PORTAL
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